
General Features

Technical Specifications
SWING ARM

1     Arm swings 360 around mounting post
(Direct wall mount rotates 180 ) 

2    Up to 90 or 515mm (20.3”) arm height adjustment

3    80 around the end of the arm

4    40 tilt/360 Rotation of the screen

1

2

3

4

Screen Compatibility: Spacedec arms are compatible with most TFT LCD monitors that use 
the VESA international mounting standard. An Atdec VESA 
Compliance list is available on our website to view
all LCD/TFT models which suit Spacedec.

Screen Weight: Standard Arm 340mm 3kg (6.6lbs) to 9kg (19.8lbs)
Extra Long Arm 450mm 3kg (6.6lbs) to 7kg (15.4lbs)

Mounting Options: Bolt Through
Desk Clamp
Direct Wall and Slat Wall
Pole Mount 42mm (1.6”) and 50mm (2”) diameter Pole.

VESA Screen 
Mounting Options: Direct Mount - Suits 75mm (3”) and 100mm(4”) 

Quick Release - Suits either 75mm(3”) or 100mm(4”)

Colours: Silver Texture
Black Texture
Grey Texture
(other colours available on application)

Warranty: Limited 2 yearsDue to continuing product development, the manufacturer reserves the right to alter specifications without notice. Published: October 2003
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Recommended Desk Layout

Cable Management

All Swing Arm’s supplied with Standard 16mm (0.6”) black Cable Wrap with all orders.

c

Cable Wrap

Standard 340mm arms receive 650mm (26”) length
Cable Wrap.

Extra Long 450mm arms receive 725mm (29”)
length Cable Wrap.

Cable Wrap also available in 25mm (1”) and 30mm
(1.2”) diameter. Sold separately.
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Mounting OptionsBolt Through / Desk Clamp Dimensions

Bolt Through : Mounting requires a 9mm ( 3/8”) hole drilled through the desk.

Desk Clamp : Can be arranged into different configurations providing a clamp to fit a variety of desk thicknesses.
Only suits a straight/square edge desk NOT beveled.

Direct Wall : To be mounted to brick, concrete or timber walls.

Slat Wall : Different brackets are available for a number of systems from furniture manufacturers including
Herman Miller, Steelcase, Haworth, Ahrend and Schiavello.

Pole Mount : To be mounted to either 42mm (1.6”) or 50mm (2”) pole. Pole not supplied.

Bolt Through Desk Clamp

Direct Wall Slat Wall

Desk clamp configuration
for different desktop

thicknesses.

Post Height (add 10mm (0.4”) for Desk Clamp)

Single Monitor 275mm (11.2”)
Double Monitor 360mm (14.2”)
Triple Monitor: Please refer to 

sperate technical
specification sheet.

60mm (2.4”)

Standard Arm 
(340mm or 13.4”)

(A) = 520mm (20.5”)
(B) = 90mm (3.5”)
(C) =174mm (6.9”)
(D) = 604mm (23.8”) 
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Direct wall mount requires drill/screw to the wall.

Wall Mount and Pole Mount Dimensions

NOTE:  For Extra Long Arm dimensions refer below.
(A) = 450mm (17.7”) to back of monitor
(B) = 120mm (4.7”) to 160mm (6.3”)

(A)

(B)

VESA Screen Mounting Options

Direct Mount (standard option) : Suited to situations where the monitor is not often
removed. Accommodates both 75mm (3”) and 100mm (4”) VESA plate.

Quick Release : Suited to situations were the monitor is often removed. Enables the user to
lock the monitor onto the arm and unlock when required using the key provided. Suitable for
EITHER 75mm or 100mm VESA plate. 

Direct MountQuick Release

Mount
Dimensions

for wall

Based on:
340mm(13.4”) Standard Arm
6kg (13.5lbs) Gas Strut setting
Direct Mount

Extra Long Arm 
(450mm or 17.7”)

(A) = 620mm (24.4”)
(B) = 20mm (0.8”)
(C) =104mm (4.1”)
(D) = 704mm (27.7”) 

Single Arm
260mm (10.2”)

Double Arm
340mm (13.4”)

50mm (2”)

340mm (13
.4”)

to back of m
onitor

Based on:
340mm(13.4”) Standard Arm
6kg (13.5lbs) Gas Strut setting
Direct Mount. Add 25mm 1” to length of arm for Quick Release system

50mm (1.9)

Direct Wall

Additional Mounting Technical Specifications for
Direct  Wall Slat Wall, refer to sperate sheet.*

Additional Mounting Technical Specifications for Direct  Wall Slat Wall, refer to sperate sheet.
Only available to mount single Monitor.*

Pole Mount


